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Nel manuale possono essere utilizzati alcuni simboli per richiamare l’attenzione del lettore e
tt i id l i tti ti l t i t ti l’ i d llmettere in evidenza alcuni aspetti particolarmente importanti per l’esecuzione delle

operazioni.

Tutte le operazioni, di seguito descritte, devono essere compiute con l’ apparecchiatura
disconnessa dalla rete elettrica e con temperatura della vasca intorno a quella ambiente
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disconnessa dalla rete elettrica e con temperatura della vasca intorno a quella ambiente
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

ISTRUZIONI PER MANUTENZIONE E RICAMBISTICA DI PORTE PNDR

MANUTENZIONE O OPERAZIONE CHE DEVE ESSERE ESEGUITA DA 
PERSONALE QUALIFICATO O DA UN CENTRO DI ASSISTENZA TECNICA.

ATTREZZIATTREZZI

4

TX 15 / TX20 / TX25

PZ 1 / PZ 2
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

SMONTAGGIO SICUREZZA ANTI‐ESTRAZIONE

IT ‐MANUALE ISTRUZIONI PER LA SOSTITUZIONE DELLE MANIGLIE – GUARNIZIONI ‐ CERNIERE
COD. 428001326000

3



ISA S.p.A. 
Via Madonna di Campagna 123 06083 Bastia Umbra (PG) ‐ Italy

ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

RIMOZIONE DELLA PORTA DEL BANCO

SOLLEVARE ED ESTRARRE
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

SOSTITUZIONE DEGLI SMORZATORI NEL PROFILO SUPERIORE

Estrarre gli smorzatori esausti spingendo da dentro.
Inserire quelli nuovi spingendoli fino a battuta.
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

SOSTITUZIONE PERNO INFERIORE PORTA

Allentare le viti M4x12 e rimuovere il perno danneggiato della porta.
Sostituirlo con un nuovo e serrarlo nuovamente con le stesse viti.
Mettere del grasso nella parte interna di scorrimento del perno.
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

SMONTAGGIO DELLA COVER DELLE SEMI‐CERNIERE NEL PROFILO 
INFERIOREINFERIORE

Rimuovere le viti M3x10 dalla parte posteriore del profilo in plastica.
Spingere il pezzo verso l’ alto e poi ruotarlo per liberarlo dalla scanalatura.
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

SMONTAGGIO DELLA SEMI‐CERNIERA DEL PROFILO INFERIORE

Rimuovere la semi‐cerniera allentando le viti M3x10.
Sostituirla con il ricambio e serrare a fondo le viti di cui sopra.
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

SMONTAGGIO DELLA COVER DELLE SEMI‐CERNIERE 
NEL PROFILO INFERIORENEL PROFILO INFERIORE

Infilare la cover nella sua sede, agganciandola correttamente e serrarla con le viti M3x10.
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

SOSTITUZIONE DEI MAGNETI

Allentare i dadi posteriori ed estrarre i magneti dal davanti e le molle da dietro.
Sostituire le parti danneggiate e rimontare il tutto.

I magneti devono fuoriuscire per circa 2 mm.
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

SOSTITUZIONE GUARNIZIONE PORTA

Sfilare la guarnizione danneggiata verso l’ alto.
Inserire quella nuova dall’ alto fino al fondo della porta.

Fissare con adesivo per evitare che scivoli a terra.
Tagliare la parte eccedente nella parte superiore.

7/9

Posizione
di taglio parte alta

Posizionamento 
corretto parte inferiore
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

MONTAGGIO SICUREZZA ANTI‐ESTRAZIONE CON VITI M3.9x13
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

REGOLAZIONE PORTE

Utilizzare un cacciavite con punta esagonale da 4 o una chiave a brugola della stessa misura

4

Anche nel caso di allineamento corretto, verificare che le viti
Siano serrate a fondo.
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Siano serrate a fondo.
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ESPOSITORI VERTICALI

IMMAGINI RAPPRESENTATIVE DELLA TIPOLOGIA DI PRODOTTI 

MONTAGGIO DELLE MANIGLIE
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Some symbols may be used in the manual to draw the reader's attention and to highlight a
b f ti l l i t t t f th f i f tinumber of particularly important aspects for the performing of operations.

All the operations described below must be carried out with the equipment disconnected from
the power supply and with the tank at around the ambient temperature
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the power supply and with the tank at around the ambient temperature
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

INSTRUCTIONS FOR MAINTENANCE AND SPARE PARTS OF PNDR DOORS

MAINTENANCE OR OPERATION THAT MUST BE PERFORMED BY 
QUALIFIED PERSONNEL OR BY A TECHNICAL ASSISTANCE CENTRE.

TOOLSTOOLS

4

TX 15 / TX20 / TX25

PC 1 / PC 2
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

DISASSEMBLY OF ANTI‐EXTRACTION SAFETY DEVICE
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

COUNTER DOOR REMOVAL

LIFT AND REMOVE
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

REPLACEMENT OF THE DAMPERS IN THE UPPER PROFILE

Extract the used dampers, pushing from the inside.
Insert the new ones, pushing them in as far as possible.
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

REPLACEMENT OF THE LOWER DOOR PIN

Loosen the M4x12 screws and remove the damaged door pin.
Replace it with a new one and tighten it again with the same screws.

Put some grease on the inner sliding part of the pin.
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

DISASSEMBLY OF THE HALF‐HINGES COVER IN THE LOWER PROFILE

Remove the M3x10 screws from the rear of the plastic profile.
Push the piece upwards and then rotate it to free it from the groove.
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

DISASSEMBLY OF THE HALF‐HINGE OF THE LOWER PROFILE

Remove the half hinge by loosening the M3x10 screws.
Replace it with the spare part and fully tighten the above screws.
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

DISASSEMBLY OF THE HALF‐HINGES COVER 
IN THE LOWER PROFILEIN THE LOWER PROFILE

Insert the cover in its seat, attaching it correctly and tighten it with the M3x10 screws.
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

REPLACING THE MAGNETS

Loosen the rear nuts and remove the magnets from the front and the springs from the rear.
Replace the damaged parts and reassemble everything.
The magnets should protrude by approximately 2 mm.
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

DOOR SEAL REPLACEMENT

Remove the damaged seal upwards.
Insert the new one from the top to the bottom of the door.
Secure with adhesive to prevent slipping on the ground.

Cut off the excess at the top.

7/9

Upper cutting
position

Lower cutting 
position

ENG ‐ INSTRUCTION MANUAL FOR REPLACEMENT OF THE HANDLES – SEALS ‐ HINGES
COD. 428001326000

11



ISA S.p.A. 
Via Madonna di Campagna 123 06083 Bastia Umbra (PG) ‐ Italy

VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

ASSEMBLY OF ANTI‐EXTRACTION SAFETY DEVICE WITH SCREWS M3.9x13
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

DOOR ADJUSTMENT

Use a screwdriver with a 4 hexagonal tip or an Allen key of the same size

4

Even if the alignment is correct, check that the screws
are fully tightened thoroughly.
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are fully tightened thoroughly.
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VERTICAL DISPLAY UNITS

REPRESENTATIVE IMAGES OF THE TYPE OF PRODUCTS 

ASSEMBLY OF HANDLES
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